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ACCELERATOR CONTROL RODS AND BALL JOINTS
A 30. A 40/50, A 90 Six, Austin-Healey 100

The threaded ends of the accelerator control INTERCHANGEABILITY
2
rods have been changed from a 2 BA to No. 10 The new parcs are not separately interchange-

U.NF. thread. The ball joints and nuts have :

: : : able with the old ones. [f the old control rods

als0:had ther throuds changed to:sult are not available then the new rod should be
used together with the new ball joints and nuts,

SUMMARY OF ALTERATION

Number Austin Parts List
Type Range Plate . Descniption per Part Publication
Vchicke Number Number
Contro! rod with
ball joints Alterna- | 34 1223
Control rod with } tives
‘ ball joints | 1G 1311
To C.E. Locknut . 1 2K 4012
101062 Ball)ocm control rod lcvcr cnd 1 2H 22
Ball joint, control rod carburetter
end . . . . . 1 2H 2182
A0 Nuts | : i ; A 2 2K 4012 A30
Pub, 883B,
Controls rod, less ball joints . 1 11B 2046 Controls,
Locknut X | FNZ 103 p. |
Ball joint, control rod Icvcr cnd | IIB 2044
C.E. 101063 Ball joint, control rod carbuietter
on end . . A 5 . 1 118 2044
Nuls 2 FNZ 103
Control rod with ball joints, acce-
To C.E. lerator shaft Jever to throttle
38649 shafl lever 1 1G 2008
Ball join! I 2H 22
Ball joint ; | 2H 2182 A40/AS0
Ad0/ Nuts, ball joints to lcm » 2 2K 4012 Pub. 1099A
ASO Controls,
Control rod less ball joints 1 1B 2043 pl
C.E. Ball joints . 2 11B 2044
38650 on Nuts, ball joints to levers 2 FNZ 103
C. 148528 Control rod (B.A. threads), pedal
Austin- 223383 shaft lever to relay lever . I 2K 8277 |  Austin-Healey
Healey 100 Pub. 1050
100 138031 - Ball joimts for rod . : 2 2H 22 Controls pp. 12
221383 Nuts. joints to levers aud rod k! 2K 4012
Continved
FOR PARTS LISTS
YOUR o e
YOLUME 25—CARS RECORDS i eraTions NoTED CONTROLS 6
Lo © Pabfished Aoyt 19, 1955
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ACCELERATOR CONTROL RODS AND BALL JOINTS —continued

SUMMARY OF ALTERATION. continued
Number Austin Parts List
Type Range Plate Description per Part Publication
Vehicle Number Number
Control rod (U.N.F. threads),
pedal shaft lever to relay lever. 1 11B 2078
(.223384 Ball joints for rod 2 11B 2044
on Nuts, joints to levers and rod 3 FNZ 103
Control rod (B.A. threads), relay
C.138031- lever to bellcrank lever on car-
223383 buretter shield . I IB 2695
Ball joints for rod A 2 2H 22
Nuts, ball joints on lever and rod 3 2K 4012
Austin-
Control rod (U.N.F. threads), Healey
' Austin- relay lever to belicrank lever on 100
Healey carburetter shield 1 11B 2075 Pub. 1050
100 C. 223384 Ball joints for rod . 2 11B 2044 Controls
on Nuts, ball joints on levers and rod 3 FNZ 103 pp. 1/2.
Control rod (B.A. threads), ball-
crank on carburetter shield to
throttle spindle lever 1 IB 2694
C. 138031 - Ball joints 2 2H 22
223383 Nuts, ball joints to levers dnd rod 3 2K 4012
Control rod (U.N.F. threads),
belicrank on carburetter shield
(°.223384 to throttle spindle lever . | 1B 2074
on Ball joints’ 7 11B 2044
Nuts, ball joints to Ievcrs and rod 3 FNZ 103
7 CONTROLS VOLUME 25—CARS
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AMENDMENTS TO LITERATURE-—continued

A40/A50 PARTS LIST, Page 9.

PUBLICATION 1099A/2.

Section “Radiator Cowl™,

AUSTIN-HEALEY 100, Page 3.

PUBLICATION 1050,

Section *“Engine™.

Section ‘*Radiator™. Page L.

Seotion “Hood". Page 1.

THE AUSTIN SERVICE JOURNAL, Page 58.

CARS—VOLUME 23,

Section “‘Engine"’,

THE AUSTIN SERVICE JOURNAL, Page 25.

CARS—VOLUME 24,

Section “Body™.

Section “Enginc"’. Page 42.
Page 64,
Page 81.

Section ““Stores Data”. Page 38.
Page 41,

6 STORES DATA

Add the following under heading “Radiator Cowl™ :—

Radiator grille complete -~ 1 - 338G 254
Cancel the following :—
Grille only, with nuts and
retainers — - - - 1 - 4G 8579
Square nuts, for nut retainers— 4 - 2K 2535

Amend part number 2K 5946 for Bolts to engine
front plate, to read 2K 8490.

Amend part number 2K 1341, for Washers, to read
PWZ 204, and amend quantity to read 2 instead of 8.

Amend quantity of 2K 5894, to read 2 instead of 6.
Add the following after Hood assembly with frame

and covering :(—
Screws, hood assembly to rear

quarter inner panel - - 6 - 53K 1138
Nuts for screws — - - 6 - FNZ 105
Plain washers - - - 6 ~-PNZ 105
Spring washers - - - 6 -LWZ 205

Amend the second sentence to read :(—
*“The length has been increased from 41" (16:67 mm.)
to $° (17-46 mm.) and the skirt turncd slightly
towards the valve guide.”

Under heading “Interchangeability” amcnd the phrase
“old type” to read “intermediate type".

Amend part number 11B 86 for Starter gear to read
1IB 356.

In the caption under Fig. 30 the letters A and B
should be reversed.

Amend quantity of all items to read 8 instead of 4.

Amend Al25 and Al35 “Commcncmg Car/Engine
number " to read 12100,

Amend the page for item 1 to read 3 instead of 13,

Continued

YOLUME 25—CARS
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AMENDMENTS TO LITERATURE—continued

A30 PARTS LIST, Page 19,
PUBLICATION 883B/4.

A 40 PARTS LIST, Page 23,
PUBLICATION 1099,

Section “Engine"

Section “Mouldings” Page 4.
Section “Doors” Page 5.
Section “Mudiwings™ Page 3.
A 40/A 50 PARTS LIST, Page 1.
PUBLICATION 1099A,

Section “Roof™.

A 40/A 50 PARTS LIST, Page 10.
PUBLICATION 1099A/2,

THE AUSTIN-HEALEY 100, Page 6.
PUBLICATION 1050,

Section “‘Electrical™.

Section “Body Shell” Page 1.
YOLUME 25—CARS

Lsswe &

=

Add after item 11 the following:—

Rubber washers - - 2 - 14B 4597

Amend part number 2K 7483, for Washers to read:—
Fibre washers - - 2 - 2K 4954

Amend part number 4G 4619, for Exterior mouldings,
rear quarter right hand, to read 4A 4619.

Delete the following item:—

Spring guide screws - 4 - 14G 922
Add the following items:—

Spring guide rods - - 4 - TH 9748

Screws for rods - - 4 - TH 9147

Amend part number 4G 2271 for Front apron (5.25x
17 tyres) to read 4G 2273,
Amend part number 4G 2273, for Front apron (5.00x
17 tyres) to read 4G 2271.

Amend part number 4G 1474, for Handle to read
14G 6741,

Amend part number 4G 6932, for Plates “Austin of
England” to read 4B 6932,

Amend part number 14B 1951, for Rubber slceve to
read 4G 1657.

Add after Screws, outer to inner wings, HNS 0407 the
following:—

Spring washers - - 4 - LWN204

Add the following after Bonnet surround assembly.
Divisional panel, radiator

togrille - - - 1 -  14B2757

Screws, divisional pancl to
front apron - = 2 - 51K2636
Nuts for screws - - 2 - FNN 103
Plain washers - -~ - 4 - 2K 9907
Spring washers - - 2 - LWN203

Screws, divisional panel to
bonnet support and plate 1 - 51K2636
Nut for screw - - 1 - FNN 103
Plain washers - - - 2 - 2K 9907
Spring washer -~ - - 1 - LWN203
Continued

STORES DATA I2

Published July 4, 1955
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AMENDMENTS TO LITERATURE—continued
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THE AUSTIN-HEALEY 100, Page 1. Add the following after Gearbox cover, left hand:—
PUBLICATION 1050. Rivets, gearbox cover right
Section “Floor Fittings” hand to gcarbox - - 9 - 5C 5119
Screws, tunnel extension to
floor - - - 4 - PTZ 606
Add the following ntcm —
Screws for blanking redun-
dant holesincoldairduct 6 -  PTZ 803
Section “Hood™ Page 1. Add under Hood Assembly the following:—
Webbing, hood cover - 2 - 14B 4825
Screws, webbing to hood
frame - - 4 - 54K 3014
Washers - - - 4 - 6K 9062
Section “Boot” Page 1. Add after Sealing strips, sudx. the following:—
Scaling rubber - l - 14B 5486
Section “*Casings"” Page 2. Add the following items:—
To B.1952 Rear quarter inner covering
assembly, right hand - 1 -  14B 2116
Rear quarter inner covering
assembly, left hand - 1 - 14B 2117
Rear quarter inner covering
B.1953 on assembly, right hand - 1 - 4B 2147
Rear quarter inner covering
assembly, left hand - 1 - 4B 21438
To B.1952 Heelboard covering assem-
bly = = 7<= "2 1 = _4B2118
B.1953 on Heelboard covering assem-
by - - - = 1 - 4B 2149
Rear wheel arch covering
To B.1952 assembly, right hand - 1 - 4B 2119
Rear wheel arch covering
assembly, left hand - 1 - 4B 2120
Rear wheel arch covering
B.1953 on assembly, right hand - 1 - 4B 2150
Rear wheel arch covering
assembly, left hand - 1 B 4B 2151
To B.1952 Boot floor main covering
assembly - - - | - 4B 2121
B.1953 o0 Boot floor main covcring
B.5638 assembly - - 1 - 4B 2152
Boot floor covering (ldrgc) 1 14B 4578
Binding for boot floor
covering (large) - - 1 - 14B 4579
Boot floor covering (small) 1 - 14B 4580
B.5639 on Binding for boot floor
covering (small) - - 1 - 14B 4581
Boot side floor covering - 2 14B 4582
L Binding boot side covering 2 -  14B 2583
Continued
I3 STORES DATA YOLUME 25—CARS
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AMENDMENTS TO LITERATURE—continued

THE AUSTIN-HEALEY 100, Page 1. Add the following items:—
PUBLICATION 1050. Pad for stanchion foot,
Section “Windscreen™ righthand - - = 1 - 14B 4876

Pad for stanchion foot,

lefthand - - - 1 - 14B 4877
Section “Bonnet” Page 1. Add the following itemsi—
Bonnet  lock  support
bracket - - - 1 = 14B13809
Screws, bracket to dash
front panel — - - 3 - 51K 2637

Nuts for screws - - 3 - FNN 103

Plain washers = - - 6 = 6K 9695

Spring washers - = 3 - 2K 1209

THE AUSTIN SERVICE JOURNAL, Page 32. Add the following data after item 18:—
CARS—VOLUME 24, Screws, facia panel to fixing
Section “Body” bracket - - - 4 - PMP 0310

Nuts for screws - - 4 - FNZ 103

Plain washers - - - 4 - PWZI103

Spring washers - - 4 - 2K 1209

Screw, choke  control

bracket to facia pancl - 1 - PMP 0310

Nut for screw - - I -  FNZID3

Plain washer - - - 1 - PWZI103

Spring washer - - - I - 2K 1209

Page 41. Add the following items at the bottom of the page:—

Brackets for door check

aatm - - = = 2 = 14B 4466
Pivot screws - - - 2 - RMP 0308
Screws, brackets to hinge

pillar - - - 4 - 51K1097

Nuts for screws - - 4 - FNN 103

Plain washer - - - 4 - 6K 9695

Spring washer- - - 4 - 2K 1209

Page 45. Amend part number RMP 0310 to read PMP 0310 and

part number 2K 9907 to read 53K 3151.

Add the following item under Screw for facia panel:—

Plain washer - - - 1 - PWP 103

Section “Engine” Page 5. Delete the following item—
Injection pump flange nut
spanner - - - 1 - IF 8336
Page 41. Amend part number 11B 245, for Crankshaft with

bush, to read 11B 345,

Page 50. Amend part number 2K 7483, for Fibre washers, to

read 2K 4954.

Remarks ; Thicker fibre washers now used to prevent
risk of banjo bolt touching the bottom of the tapped
hole in pump boss.

THE AUSTIN SERVICE JOURNAL, Page 10. Amend Publication 1050, Engine, page 12, to read
CARS—VOLUME 125, Publication 1050, Engine, pages 1 and 2.
Section “Enginc”
Section “Fucl Tank™ Page 1. Add the following in second panel:—

B.11345 on Boot lid assembly - - 1 - 4G 4017

Continued

YOLUME 25—CARS STORES DATA 14
lssue 6 Prinsed In England
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AMENDMENTS TO LITERATURE-continited

A 40/A S0 PARTS LIST.
PUBLICATION 1099A,
Section “'A 40 Engine”.

Section “'A 50" Engine™.

Page 7. Amend the following items:—

A 40 Oil dipper rod - - -1 - 1G 2506
A 44 Tube forrod - - - I = 1F 1400
To read:—
A 43 Oil dipper rod (llG 64 may
be used) - I - 1G 2506
+ C.R.101-44880% 4 44 Tube for rod (1B 1063 may
be used) = = - I - IF 1400
Oildipperrod - - - - 1 - 11G 64
C.E.44881 on { Tube forrod - - - - 1 - 1B 1063
Dust cap - - - - 1 - 1B 1735
Page 8. Amend the following items:—
A 43 Oil dipper rod - - - 1 = 1G 236
A 44 Tube for rod - - - 1 = IF 1400
To read:—
A 43 Oil dipper rod (l 1G 64 may be
used) -~ - 111G 2506
C.E. 101-44880% A 44 Tube for rod (1B 1063 may
be used) - - I - 1F 1400
Oil dipper rod - - - - 1 - 111G 64
C.E. 44881 on { Tube for rod - - - - 1 - 1B 1063
Dust cap - - - - 1 - 1B 1735

AUSTIN-HEALEY 100 PARTS LIST. Page 1. Amend part number |B 5075 for Rear spring, with bushes

PUBLICATION 1050,
Section “Rear Suspension”

Section “Heater",

to read 1B 5075.

Page 1. Amend part number 14B 2013 for Rheostat switch to read
2H 9354.
Amend part number 14B 2014 for Knob for switch to
read 4K 5888,

THE AUSTIN SERVICE JOURNAL, Page 58. Amend part number 51K 2018 for Screws, fixing strap

CARS—VOLUME 24,
Section “Body",

16 STORES DATA

assembly to dash 1o read HZS 0405,

Amend part number 6K 9107 for Plain washers to read
LWZ 204,

YOLUME 25—CARS
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AMENDMENTS TO LITERATURE- continued

A 70 PARTS LIST,
PUBLICATION 53,

A 70 PARTS LIST,
PUBLICATION T780A.

A 90 PARTS LIST,
PUBLICATION 787,

AUSTIN-HEALEY 100 PARTS LIST.

PUBLICATION 1050.

THE AUSTIN SERVICE JOURNAI,
VOLUME 24,
Section “Engine™.

THE AUSTIN SERVICFE JOURNAL,
YOLUME 25,
Section “Engine”.

18 STORES DATA

Page

Page

Page

Page

56.

0.

70.

35

Amend description for part number 3H 921 10 read:—
“Bulb, 12-volt, 45/40-watt, Duplo-hooded™.

Amend description for part number 3H 921 to read:—
“Bulb, 12-vol, 45/40-watt, Duplo-hooded™.

Amend description for part number 3H 921 to read:—
“Bulb, |2-volt, 45/d40-watt, Duplo-hooded™.

Amend description for part number 3H 921 10 read:—
“Bulb, |2-volt, 45/40-watt, Duplo-hooded"™.

Against the panel for A 125 and A 135 insert the
following Engine Numbers:—
To E.10459.
E. 10460 on.

Add the following data under “Commencing Engine
Numbers™: —

Alls - = - - - - 12403

YOLUME 25—CARS
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AMENDMENTS TO LITERATURE—continued

AUSTIN SERVICE JOURNAL =——=¢F%

AUSTIN-HEALEY 100, Page [. Amend part number 14B 1236, for Centre tunnel pad
PUBLICATION 1050, assembly, to read 4B 1236.
Section “Seats™.
Section “*Hood". Page 1. Add after item 13 the following items:—
Screws for toggle fasteners “ - 6K 9667
Washers -y = - 4 - 54K 3177
Dome nuts - - - 4 - 14B 5683
Screws, fasteners to frame 4 - 54K 2557
Dome nuts - - - 4 ~ 14B 1997
Plain washers - - 4 - 6K 9562
Delete the following item:—
Dome nuts - - - 4 - 14B 1997
Add after item 1 the following items:—
Hood frame assembly - | - 7H 9735
Hood covering - - 3 - TH 9736
THE AUSTIN SERVICE JOURNAL, Page 55. \mend part number 3H 5478 for Lock cover and
CARS—YOLUME 23, escutcheon to read 3A 5478,
Section “Body™.
THE AUSTIN SERVICE JOURNAL, Page 39. Amend part number $3K 1028 for Setscrews, rear
CARS—VOLUME 24. cover 1o crankcase, to read 53K 1045,
Section “Engine™. Amend part number 1K 52 for Dowels for rear plate
to read 1K 51.
Amend part number 2K 4974 for Washer for set-
screws, cylinder side cover to read 6K 516.
Page 42.  Amend part number 2K 6958 for Washer, oil pump
locating screw, to read 6K 500.
Page 46.  Amend item 30, part number 1G 2813 for Control rod,
accelerator lever to throttle shaft lever, to read
11B 2043,
Page 51.  Amend item 3 to read:—
Setscrews, mounting plate 4 - 2K 3141
Add after item 3 the following items:—
Studs, gearbox to gearbox
mounting plate - - 2 ~ 2K BI18B
Spring washers for studs - 2 - LWN 106
Nuts for studs - - 2 2K 3977
Continued
FOR PARTS LISTS
YOUR STOCK CARDS
RECORDS PARTS ORDERED =)
YOLUME 25—CARS ALTERATIONS NOTED STORES DATA 2I

Pssue 1

Published Seprember 12, 1935

N o~
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AMENDMENTS TO LITERATURE--continued

16-H.P. TAXI AND HIRE-CAR
PARTS LIST,

PUBLICATION 1149,

Section “Gearbox"”,

AUSTIN-HEALEY 100 PARTS LIST,

PUBLICATION 1050,
Section “Bonnet",

Section ““Windscreen",

Section “Hood",

THE AUSTIN SERVICE JOURNAL,

CARS—VOLUME 25.
Section “Body"'.

33 STORES DATA

Page 1.

Page |.

Page |I.

Page 1.

Page 7.

= AUSTIN SERVICE JOURNAL ==——¢CF
Amend the following item:—
Gearbox assembly - - | - B3-279
To read :(—
Gearbox assembly (use B3-628
with 7H 3189) - - - 1 - B3-279
Amend the following item:—
Gearbox assembly - - I - B3-280
To read :—
Gearbox assembly (use B3-629
with 7H 3189) - - | - B3-280
Amend the following item:—
Gearbox assembly - - 1 - B3-151
To read:—
Gearbox assembly (use con-
version 58G 384) - - 1 - B3-15!

Add the following item after part number B3-151 using the
same chassis range:—
Conversion gearbox assembly,

with clutch plate - - | - 58G 384
Amend the following item:—
Gearbox assembly - - 1 - B3-292
To read:—
Gearbox assembly (use B3-267
with 7H 3189) - - - I - B3-292
Amend the following item:—
Gearbox casing - - - I - B3-150
To read:—
Gearbox casing (use conversion
8G 38y - - - - I - B3-150

Add the following item after part number B3-150 using the
same chassis range:—

Conversion gearbox casing
assembly — - - - 1 - 58G 383
Add the following items:—
Bonnet lock support bracket - 1 - 14B 1809
Screws, bracket to dash panel 3 - 51K 2637
Nuts - - - - - 3 - 5IK 325
Plain washers - - = 6 - 6K 9695
Spring washers - - - 3 - 2K 1209
Add the following items:—
Rubber pad for stanchion foot,
right hand - - | - 14B 4876
Rubber pad for stanch|on foot,
left hand - - - - | - 14B 4877
Add the following items:—
Webbing for hood cover - 2 - 14B 4825
Screws, webbing to hood framc 4 - 54K 3014
Washers - - - 4 - 6K 9062

Amend part number 14B 4781 for Brackets, glass stops,
front doors, to read 14G 4781.

YOLUME 25—CARS
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BRAKE PEDAL LEVER
Austin-Healey 100

The brake pedal lever has been strengthened
by making an eye at the lower ends of the pedal
und push rod levers, and welding all round.

INTERCHANGEABILITY
The new brake pedal lever will be supplied
for replacements when stocks of the old ones are
exhausted.

1B SI01 —

STR 1604
SUMMARY OF ALTERATION
Number|  Austin Parts List
Type Range Plate Description per Part Publication
Vehicle| Number Number
Brake pedal lever, R.H.
Steering . . . . 1 1B 8794
To E.222780 Brake pedal lever, L.H.
Austin- Steering 1 1B 8644 Pub. 1050
Healey Controls,
100 Brake pedal lever, R.H. p. 4
Steering . 4 | 1B 5102
E.222781 on Brake pedal lever, L.H.
Steering ’ 1 1B 5101
FOR PARTS LISTS
YOUR sr()c.'tf ('AR{)SV |
RECORDS PARTS ORDERED |
YOLUME 25—CARS Bk ALTERATIONS NOTED | CONTROLS 3

Irue ¢ Padlished July 4, 1955
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BRAKE PIPES

>
Austin-Healey 100
Due to a small modification to the front INTERCHANGEABILITY
suspension housing and steering box bracket, new
front brake pipes having a slightly different shape The new pipes can be fitted to existing models

have been introduced. There is no change in by bending the front end to suit.
the part number of the steering box bracket but
new part numbers have been allocated to the brake

pipes.

SUMMARY OF ALTERATION

Number Parts List
Description per Old Part New Part Publication
Vehicle Number
Brake pipe, S-way connection to right hand
front brake hose 1 IB 8920 11B 5108 Pub. 1050,
Brake pipe, S5-way oonnecuon to Ieft hand Brake Pipes,
front brake hose | IB 8921 1IB 5110 p.l.
Commencing Car/Engine Number - - 223136
FOR PARTS LISTS
YOUR STOCK CARDS
RECORDS PARTS ORDERED
LT NOTED
VOLUME 25— CARS - i BRAKES 6
[ Primted in Englond May 22, 19%
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CHECKING HYDRAULIC PRESSURE OF OVERDRIVE UNIT
Austin-Healey 100

Successful operation of the overdrive umt. as
fitted to the Austin-Healey 100, depends to a large
extent on maintenance of oil pressure and it is
essential that this pressure be checked if any
repairs have been carried out or the oil emptied
from the gearbox and overdrive unit

To check this o1l pressure it Is necessary 1o use
I8G 251

Full instructions as to the procedure to be
followed can be found in this Journal, Volume 24,
section “Gearbox™", page 9. under ""Diagnosis and
Rectification of Faults™

The adaptor, 7H 5899 mentioned is no longer
required. as it is now part of I18G 23]

FOR | PARTS LISTS |
YOUR STOCK CARDS l
PARTS ORDERED
YOLUME 25—CARS RECORDS = TI0NS NOTED ] GEARBOX 3
dvsur 2 Published May 2. 1953
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CHROMIUM PLATED PISTON RINGS
A90, Austin—-Healey 100, A125, A135

To increase the life of cylinder bores a new top INTERCHANGEABILITY
piston ring, having a chromium plated periphery
has been introduced in place of the plain top ring
previously used.

The new parts are interchangeable with their
old counterparts and will be supplied for replace-
ments when stocks of the old ones are exhausted.

SUMMARY OF ALTERATION

Number Type and Parts List
Description off Old Part | New Part | Publication Number
A90
*Pistons with rings and gudgeon pin . 4or6 |1D 1795 | 11K 83 Pub, 787, p.5.
Austin-Healey 100
*Pistons with rings and gudgeon pin . 4or6 |ID 1881 | 11K 84 | Pub. 1050, Engine, p.6.
Al125
Piston rings, plain parallel . . . 4or6 | ID 1797 - Pubs. 779, p. 4.
430A, p. 4.
Al35
Piston rings, chrome, top ring . . 4oré6 — 11K 85 Pub. 624, p. 4.

* Alternatives.

Commencing Car Engine Numbers :(—

Austin-Healey 100 . . . . 224820 on.
Al23 12101 on.
Al35
R
YOUR
RECORDS PARTS ORDERED
YOLUME 25—CARS ALTERATIONS NOTED ENGINE 6
Irrue 4 Published June 13, 1955
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CONNECTING ROD BOLTS AND NUTS

Austin-Healey 100, 16-H.P. Taxi and Hire-Car (Petrol),
Al125, A135

To increase the working clearance between the part number of the bolt remains unaltered.
connecting rod bolts and the crankcase, thin metal
tab washers have been introduced to lock the nuts INTERCHANGEABILITY
instead of heavy spring washers. The length of The tab washers and shortened bolts are inter-
the bolts has been reduced by " (1.58 mm.), changeable together. Spring washers must NOT
from 21i" (71.43 mm.) to 2" (69.85 mm.): the be used with the shortened bolts.

SUMMARY OF ALTERATION

Number Type and Parts List
Description per Old Part New Part Publication Number
Vehicle
16-H.P. Taxi and
Spring washers for connecting rod Hire Car
bolts . . . : 8 2K 5896 — Pub. 1149, Petrol
Tab washers for conncclmg rod Engine, p. 5.
BOE:, o v o e e ux g ¥ AEK 126 Austin-Healey 100
Pub. 1050, Engine
p. 5.
Spring washers for connecting rod A 125,Pubs. 430A p. 4,
bolts . . . 12 2K 5896 - 779, p.4.
Tabh washers for conncumg rod A135, Pub. 624 p. 4.
boltg: v v o « % 2 w3 12 — AEK 126

COMMENCING CAR/ENGINE NUMBERS ;—

A 125
A 135 - 10564
Austin-Healey 100 - "
16-H.P. Taxi and Hire-Car } To be published at a later date

FOR PARTS LISTS

YOUR STOCK CARDS

RECORDS PARTS ORDERED
YOLUME 25--CARS ALTERATIONS NOTED ENGINE 63
fusue 2t Published December 20, 1933
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DYNAMO

A70, A90, Austin-Healey 100, 16-H.P. Taxi and Hire-Car, A125, A135

A new dynamo, with a modified rear end cover INTERCHANGEABILITY
and oiler has been introduced on all the above
models. The rear bearing cover on the new The new dynamo is interchangeable with the

dynamo is &" (7144 mm.) longer than the old old one, and will be supplied for replacements
one, the new dynamo being 104" (25-87 cm.) when stocks of the old ones are exhausted.
overall and the old one 9 #" (25:16 cm.).

SUMMARY OF ALTERATION

!
Description Number | Old Part New Part ’ Type and Parts List
Off ’ Publication Number

A70, Pubs. 780A, p.12.
853, p.11.
A90, Pub. 787, p.14.
Austin-Healey 100, Pub. 1050,
Engine, p.17.
Dynamo . . . 1 3H 1834 11K 100  16-H.P. Taxi, Pub. 558A, p.12.
16-H.P. Hire-Car, Pub. 728, p.11.
2-2-litre Diesel Taxi, Austin Service
Journal, Cars, Vol. 24, Engine,
p.44.
A125, Pubs. 430A, p.12.
779, p.14.
Al135, Pub. 624, p.12.

Commencing Car Numbers :

A70 - - - -~ To be published at a later date

A9 - - - - To be published at a later date

Austin-Healey 100 — ~  To be published at a later date

16-H.P. Taxi and Hire-Car - - - - 161937

Al2S - - - -~ To be published at a later date

Al35 - - - - To be published at a later date
FOR PARTS LISTS

STOCK CARDS

YOUR
PARTS ORDERED
RECORDS =
VOLUME 25—CARS ALTERATIONS NOTED ELECTRICAL 3
Issue | Pubiisked March 21, 1933
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ENGINE REAR COVER AND REAR
PLATE

A70, A90, 16-H.P. Taxi and Hire-Car, 2.2 Litre Taxi
Diesel Engine, Austin-Healey 100, Al125, A135

To prevent oil leaks the crankcase rear cover
is now being dowelled to the crankcase, and the
engine rear plate is being screwed to the rear
main bearing cap with two setscrews, which pass
through holes added to the rear plate and into
threaded holes which have been added to the rear
main bearing cap.

INTERCHANGEABILITY

The new engine rear plate, rear cover and rear
cover joint washer may be used scparately for
replacements of their old counterparts. The new
cylinder block and crankcase may only be used
for replacements in conjunction with the new rear
plate and setscrews, since the setscrews serve also
to plug the threaded holes, which break through
into the oil drain channel in the rear main bearing
cap. It should be noted that for service purposes

on an old engine an alternative to fitting a new
rear plate in conjunction with the new cylinder
block would be to plug the holes in the rear
bearing cap with blanking plugs 11B 290. To
facilitate the ordering and supply of spares, new
part numbers have been given to the modified
cylinder block assemblies ; conversion cylinder
block assemblies, comprising the modified cylinder
block and rear plate together with joint washers
and fixing bolts ar¢ available to replace the
previous cylinder block assemblies. An exception
to this is the Taxi Diesel engine in which the engine
rear plate has been screwed to the engine rear
main bearing cap from the outset of production,
thus the modified crankcase with the dowelled
rear cover is fully interchangeable and the part
number of the cylinder and crankcase assembly
remains unaltered.

SUMMARY OF ALTERATION

Type and Parts List
Description OIld Part New Part Publication Number
Cylinder block with pistons B3-590 58G 371
Cylmdcr block with pistons and rear
mounting plate to replace B3-590 . — 58G 373 AT0
Cylinder block with pistons, rear Pubs. 780A, pp. 1/3
mounting plate and distributor to 853, pp. 1/3
replace B3-590A - 58G 372
Engine rear platc 1B 2842 11B 235
Cylinder blmk with pistons . B3-594 58G 370
Cylinder block with pistons and rear A90
mounting plate to replace B3-594 . — S8G 370A Pub. 787, pp. 1/3
Cylinder block with pistons, rear Austin-Healey 100
mounting plate and distributor to Pub. 1050, Engine, p.12
replace B3-594A S e — 58G 370B
Engine rearplate . . . . . 1B 2842 11B 235
Continued
FOR M.RTS Lfsm :
YOUR su)u? CARDS
% PARTS ORDERED
VOLUME 25—CARS RECORDS |{{1eraTioNs NOTED ENGINE 10
lzgne 4 Published June 13, 1955
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ENGINE REAR COVER AND REAR PLATE - continued.
SUMMARY OF ALTERATION—continued.

Type and Parts List
Description Old Part New Part Publication Number
Cylinder block with pistons . . B3-590 538G 371
Cylinder block with pistons and engme
rear plate to replace B3-590 . . — 58G 377 16-H.P. Taxi,
Cylinder block with pistons, rear en- Pub. 558, pp. 1/3.
gine plate and distributor to replace
BISYOA 0. & e al wl oie — 58G 376 16-H.P. Hire-Car,
Engine rear plate . . . . . IF 1332 1F 1 Pub. 728, pp. 1/3.
Al25
Cylinder block with pistons 2 D2-177 68G 143 Pubs. 779, pp. 1/3.
Cylinder block with pistons and cngmc 430A, pp. 1/3.
rear plate for replacements of D2-177 — 68G 143A 135
Enginercarplate . . . . . 1D 1340 1D 1966 Pub. 624, pp. 1/3.
AT70
Pubs. 780A, p. 3.
853, p. 3.
Rear cover for crankcase . . . IK 47 11IB 238 A9
Joint washer for rear cover . . . 1D 1651 11B 239 Pub. 787, p. 3.
Dowels for rear cover y - 11K 131 Austin-Healey 100,
Setscrews, rear plate to rear mam Pub. 1050, Engine p. 2,
bearing cap N S — 2K 5289 | 16-H.P. Taxi, Pub. 558, p.3.
Spring washers . . . . . - LWN205 16-H.P. Hire-Car,
Pub. 728, p. 3.
2-2-litre Diesel Taxi.
A125, Pubs. 779, p. 3.
430A, p. 3.
Al135, Pub. 624, p. 3.

Commencing Car/Engine Numbers :—

Al25

Al35 ’
Austin-Healey 100
16-H.P. Taxi .
16-H.P. Hire-Car
2-2-litre Diesel Taxi .

AT0 ;
A90 I B Service purposes only.

12284 on.

To be published at a later date.

Il ENGINE VOLUME 25—CARS
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FLEXIBLE BRAKE HOSE-REAR
Austin-Healey 100

To protect the rear flexible brake hose from
possible chafing against the battery box or shock
absorber bracket, the hose is now encased with
spring steel armouring, see illustration. The
three hoses on the car cease to be identical. The
new hose, part number 1B 7483, should be fitted

for normal replacements of the rear brake hose.
The new hose will be incorporated in the forth-
coming reprinted parts list pages for publication
1050.

COMMENCING CAR/ENGINE NUMBER:—227560

STR 1654

FRONT BRAKE HOSES
A90 Six

Referring to the article appearing in this
Journal, Volume 25, section Brakes, page 2,
it should be noted that the modification was
introduced from Car/Engine number 4531.

All cars prior to Car/Engine number 4531

should be examined and converted as previously
stated.

FOR PARTS LISTS

YOUR

STOCK CARDS

RECORDS

PARTS ORDERED

5 BRAKES

ALTERATIONS NOTED

YOLUME 25-—CARS
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FRONT BRAKE HOSE BRACKET
Austin-Healey 100

To facilitate assembly, the front brake hose

which was formerly secured to a lug integral
with the chassis frame, is now secured to a
separate bracket which is bolted to the chassis

frame (see illustration).

INTERCHANGEABILITY

Replacement chassis frames will be supplied
without the bracket which must be ordered

separately,

YOLUME 25—CARS

Ioee 13

Published Ocrober 3, 1933
Page22 of 62

New arrangement. STR 1685
SUMMARY OF ALTERATION
Description Number Type and Parts List
per Vehicle Old Part | New Part Publication Number
Front brake hose brackets 2 - 11B 5149 Austin-Healey 100
Bolts, brackets to frame 2 HZS 0406 Pub. 1050,
Spring washers 2 — LWZ 204 Brake Pipes,
Nuts 2 - FNZ 104 p. 1
FOR PARTS LISTS
YOUR STOCK CARDS
PARTS ORDERED
RECORDS ALTERATIONS NOTED BRAKES 4
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FRONT BRAKES AND SUSPENSION
Austin-Healey 100

To improve the balance of braking effort and
stopping power over various road conditions, the
bore diameter of the front wheel hydraulic brake
cylinders has been reduced from 17 (25-4 mm.) to
§" (2223 mm.), thus reducing the amount of
braking on the front wheels.

At the same time, the swivel axles and swivel
pins are now being made with U.N.F. threads in
place of B.S.F. ones, in the interests of standard-
ization,

INTERCHANGEABILITY

The old wheel cylinders may be replaced by the
new ones, in sets of four only. They must not be
interchanged separately. Swivel axles and swivel
pins are directly interchangeable provided that
the correct nuts and setscrews are used with them.
Replacement suspension assemblies, which will
have U.N.F, threads, will be supplied with the
necessary nuts and setscrews; Care should be
taken when fitting, to see that the right ones are
used.

SUMMARY OF ALTERATION

The new assemblies and components have been incorporated into the Austin-Healey 100 Parts List,
Publication Number 1050 by reprinting section ** Front Suspension ', pages 1—4.

Commencing Car Engine Number : 221404,

! ASTS
PE.  |ooes cins
YOUR = -
2 PARTS ORDERED
RECORDS , T
VOLUME 25—CARS ALTERATIONS NOTED BRAKES |
Tasur 1 Publiched Marck 21, 1955
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FRONT HUB AND BEARINGS
Austin-Healey 100 (BN. 1)

In response to a special demand where cans

L R

.’I

are 10 be used for racing, special fromt hubs are ?‘.'—+
now available 1o enable taper roller bearings to I

be fitted. The special fromt hubs are similar to /
the original ones, and in cases where machining

can be undertaken, modification to the existing

hubs is recommendad (sec Hlustration).

necessary to use a special washer of 1047 -
(2.64 mm.) thickness in place of the original one

of 092° (2.3 mm.,) thickness,

INTERCHANGEABILITY

The special front hubs, taper roller bearings

s

and washer for nut can be fitted together to
replace the original ones on cars in the following
chassis number range:— 138031228046 except
227508, 227511, 227514, 227536, 227542, 228008,

228026.

-

—4
l
!

STRITIE

LY the cxtre depeh A vave shonld v whon w0
sorfoce B

Mowch the

SUMMARY OF ALTERATION

Description

Number Parts List
per New Pant Publication
Vehicle Number

right hand

Washers for swivel axle nuu

Front hub with studs, less bearings,

18 439)

Fromt hbwhuods.leahump. Pub. 1050,

I8 4 Fromhm
18 49
18 4%
1B 9

NS N -

TIMKIN BEARINGS: -

OUTER - 1330 CUP 1351 CONE
INNER - 2523 CUP 2582 CONE

FOR FARTS LISYS
YOUR STOCK CARDS
PARTS ORDERED )
YOLUME 25—CARS RECORDS [ rewations ~oTin SUSPENSION &
b 1Y Pobdtad Onvdes S0 193]
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It is
necessary to use a special washer of .104"
(2.64 mm.) thickness in place of the original one
of .092" (2.33 mm.) thickness.

( ¥ ::) (34-925mm)

f"

00" K

TIMKIN BEARINGS: -
OUTER - 1330 CUP 1351 CONE

INNER - 2523 CUP 2582 CONE

When machining the extra depth A care should be taken not to
touch the original surface B.

e TIMKEN

WO, DWIOE LEADER (W B 2ANGS AND ATREL

MENU MELP FEED- HOME
Bearing Selection & Identification by Part & Serial Number Search Results

Bearing Selection Results -1 Parts Selected
Cone Part Number | Cup Part Number | Cone Bore {in) | Cup OD (in) | Brg Width (in)
111351 1330 0.7500 2.0000 0.9375

Bearing Selection Results -1 Parts Selected

Cone Part Number | Cup Part Number | Cane Bore (in) | Cup OD (in) | Brg Width (in)
112582 2523 1.2500 2.7500 0.9375

ANGULAR CONTACT BALL BEARINGS
OUTER MJT % or MSSACD I D 0.| OD 2. W 0.68

INNER LJT 1 10 or I'D 1. OD 2. W 0. 68

Page25 of 62
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FRONT HUB BEARING ADJUSTMENT
Austin-Healey 100 (BN. 2)

The following procedure should be adopted
when adjusting the Austin-Healey 100 front hub
tuaper roller bearings.

Pack the wheel bearings with the proper
lubricant. Install the wheel, hub and drum as a
unit, tighten the wheel nut with & spanner, whilst
rotating the wheel backwards and forwards until

there 1s a noticcable drag or bind. This assures
that the bearing cones arc properly seated. Back
ofl the spindle ¢nd to line up with the nearest
cotter pin hole, which will allow the hub to rotate
freely. with no perceivable end play. Lock the
spindle nut in this position with the cotter pin,
and nstall the hub grease cap.

FOR

PARTS LISTS

YOUR

STOCK CARDS

PARTS ORDERED

YOLUME 25—CARS

RECORDS [rATions NoTED

REPAIRS DATA 13

Ivar 14

Pubdivhed Oirober 1, I35
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